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5. Install the NIC driver
Run DRIVER: X11D-16D LAN driver /setup.exe
Click "Next" to continue
Select Install to perform the following installation
Select "Finish", restart the computer, the system will
automatically find the device to complete the installation

BIOS Settings
          In order for the computer to function properly or perform
a specific function. CMOS SETUP stores the data in the CMOS
SRAM embedded on the motherboard. When the power is off
the battery on the motherboard continues to power the CMOS
SRAM. After the Power is turned On, when the BIOS starts to
perform the POST(Power On Self Test), press the "Delete"
key - the CMOS SETUP main screen of the AMI BIOS. Hot boot
button F11 on the mainboard.
          Menu description: Please pay attention to the contents
of the set menu, if there is a triangle indicator on the left of 
the menu item, indicating that the submenu is selected there
will be a submenu pop up.

1. Main course menu function

Main
System Overview
Advanced
 Advanced Settings

Platform Configurat
Advanced Chipest Settings

Boot
Boot Settings

 Security
Security Settings
Save&Exit
Save Setting
 Exit Options

Exit

Exit Settings include load optimization defaults/load
fail-safe defaults/abandon
Change/do not save

Set the special functions provided by the BIOS, such
as virus warning and boot disk priority

Main Advanced Platform
Configurat

Socket
Configuration Server Mgmt Security boot save&exit

Socket Configuration
Set advanced CPU functions
Server Mgmt


