










Rear I/O Panel

�-�    X��-�MT Motherboard illustration

�-�   Overall Rear I/O Panel Display

��  Motherboard Diagram Rear I/O Panel    ��
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�-�    LAN Port Status Table

�-�    Audio Port Configuration
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�-�    F_PANEL� Boot Interface

Installation And Settings

please check the motherboard where all pins marked with 
number “�” or white bold line are position “�”.
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�-� Clear CMOS Jumper CLR-CMOS

�-�     Front Audio Output Ports

�-�   Expansion Ports

！ NOTICE

Installation and Settings  ��

Vbias

�-�   PCI Expansion Slot

��  Installation And Settings
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图�-�    M.� Setting Jumpers

When this jumper is on the left,M.� NVME
is available and M.� NGFF can not use

When this jumper is on the right,M.� NGFF
is available and M.� NVME can not use



Installation and setup  ��

� -��    Graphics Card Installation

�.Use a screwdriver to remove the 
bezel and screws on the main unit

�.Need to pick up the card slot of 
the card slot when installing the 
graphics card

�.After the installation is in place, the 
chuck will automatically return to its 
position.
�.Secure the graphics card to the 
chassis with screws
�.Install the power cord
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�-�  Memory Installation

�.Pull the clips on both ends of the 
memory slot outward, and the 
memory strip corresponds to the 
protruding position of the slot to 
determine the direction of installation
�.Align the memory module into the 
slot and press
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In order to properly place the CPU in 
the motherboard, the surface of the 
LGA���� CPU has two pairs of starting 
points and a golden triangle. Golden 
triangle indicates Pin�
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�-�    CPU Installation
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�. 
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�. Remove the screw from the screw base
�. Remove the screw base

Tighten the screw base screwed into the 
length M.� module to the M.� interface 
distance hole
Insert your M.� module into the M.� 
interface at a �� degree angle

Place the screw on the trailing edge 
notch of your M.� module and 
tighten to the screw base�
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� -�    M.� Interface Installation
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��  Installation And Settings
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�.Intel Chip Information Installation

Drivers installation
�.Drivers listing:

��  Drivers installation Drivers installation  ��

�.Audio driver installation
Before this installation, please check the model of the 
audio chip  on the motherboard first(you may refer to this 
manual), Select the proper driver accordingly for installa-
tion.

�.�Audio driver installation (take HD Audio series for example)

Run "driver installer": /X��-�MT Audio/ALC���-��bit_Win�_Win�_
Win��_Win��_R���/ALC���-��bit_Win�_Win�_Win��_Win��_
R���.exe 
Click on "next"to continue,and then"finished"

The system will automatically restart itself to finish the installation

�.� Uninstallation of audio driver(take HD Audio series for example)
Getting into Windows desktop, choose "setting"/ "control",and 
then "add/remove programs". Later, choose "Realtek High Defi-
nition Audio Driver" in the menu and click on "add/remove"so 
thatthe driver will be automatically removed.

�.Driver installation of external video card 

Run"driver installer" take Setup.exe
 click on "next"- "yes”
-"next"
-"next"and"finished"

� -�� SATA Interface

Run “Control Panel - System - Hardware - Device Manager”
Click the right mouse button to change the driver's hardware 
device and proceed with the installation below：
Option: Propertyl - Update driverl - Not connect to Internet - 
Manually installation
Find the corresponding directory
Select "Next step"   

Driver Directory Driver Description Operating System

X��-�MT Chipset Driver Intel chip 
information installation win�/win��/win��  

win�/win��/win��  

win�/win��/win��  

X��-�MT Suond
Card Driver

Realtek series sound card 
driver installation

X��-�MT PRO LAN Driver Realtek network card
driver installation

SATA �.�

SATA �.� SATA �.�

X

X X

X



The system  will automatically search for devices 
to complete the installation

�.Driver installation of network

BIOS Settings
In order to enable the computer to work well or execute specific 
functions, CMOS SETUP normally stores all kinds of data in CMOS 
SRAM of the motherboard. When the computer is shut down, 
motherboard’s battery will supply power to CMOS SRAM. When 
the computer is turned on and starts POST(Power On Self Test), 
press “Delete/Del” key to enter into AMI BIOS CMOS SETUP main 
page. Motherboard warm boot key is “F�”
Menu: please pay attention to every option in the settings menu. 
When there is a triangle shaped symbol on the left side of menu, 
it means that you choose this sub-menu,so a pop-up sub-menu 
will be available.”

Run "driver installer": X��-�MT LAN/Win�_�/setup.exe 
clickon "next"-"installation"-"finished" and restartthe 
computer，the system will automatically
search for devices to complete the installation.

�.Main Menu Function

Main
System Overview
Date/Time settings, HDD specs/Monitor type settings.
Advanced
Advanced Settings

Chipest
Advanced Chipest Settings
Boot
Boot Settings
Security
Security Settings
Save
Save Setting
Exit
Exit Options
Exit settings include loading of optimized defaults value/ 
loading of fail-safe defaults / discarding changes/ exiting 
without saving.Exit settings include loading of optimized 
defaults value/ loading of fail-safe defaults / discarding 
changes/ exiting without saving.

BIOS special function settings, such as virus alert, booting disk 
priority etc.

Main Advanced Chipset Boot Security Save Exit

��  BIOS Settings BIOS Settings  ��


